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CONSTRUCTION DETAILS

A. Use existing base mounted cabinet and controller.

B. Install non-evasive micro-probe set with 1000’ lead~in as shown.

C. Instal!l handhole as shown.

D. Instatt 27 polyv;nyi chioride electrical condutt+ (Schedule 80) (+renched) as shown.

E. Install 3" polyvinyl chloride electrical conduit (Schedule 80) (bored) as shown.

F. Install 5” white dotted 1ine (246') (3’

line. 9’ space) as shown.

G. Install 5” solid white line {extend existing left turn white line 56') as shown.

H. Use existing handhole.

J. Use existing conduit.

K. Handhole to be removed by the roadway contractor.

L. Cap and abandon exlsting conduit.

M. Existing underground service to be maintained by Easton waar Company.

N. Existing signs to be removed.
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GENERAL NOTES:

1. Al underground utilities shown on these plans are schematic only and
Y t+ be ogplefe. The contractor shall be responsiblie for notifying
“MISS UTILITY” prior to construction so that ali utilitties may be located
in the field. If the contractor perceives that a conflict between the
uttlities and t+he traffic signal will occurs the contractor shall notify
the project engineer immediately so that the conflict may be resoived.

2. All pavement markings detalled are proposed and are to be installed In
accordance with SHA standar-ds.

3. The contractor shall remove all unused wiring.
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INSTALL SIDE STREET SPLIT PHASE
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